
隔离开关ML 1-3系列
Disconnect Switches ML 1-3
符合f1认证 - 户外用
f1 Approved - Suitable For Outdoor Use

依设计需求提供多色搭配
Available colours for all housing designs

UL50E认证 - NEMA 4X型级别
UL50E Approved - NEMA Type 4X



ML全系列
Complete types Series ML

尺寸 / Dimensions

维修和保养开关 
塑料外壳主电源开关 
设计：手柄/前部：黑色/灰色 (sw / gr)塑料外壳
紧急停止开关安装

设计：手柄/前部：红色/黄色 (rd / ye)

外壳：户外用

塑料外壳
美规带锁旋钮
锁孔三方位可选挂 

钩环最大直径9 mm ML-带端子盖的开关
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接点排列
Contact arrangement

3极
3-pole

25	 7,5	 11	 ML1	 rt/ge  rd/ye	 ML1-025-V-9968-2020U-PE	 MZ 33 200D
25	 7,5	 11	 ML1	 sw/si  bk/si	 ML1-025-V-9968-2021U-PE	 MZ 33 201D
40	 11	 15	 ML1	 rt/ge  rd/ye	 ML1-040-V-9968-2020U-PE	 MZ 35 200D
40	 11	 15	 ML1	 sw/si  bk/si	 ML1-040-V-9968-2021U-PE	 MZ 35 201D
63	 22	 30	 ML2	 rt/ge  rd/ye	 ML2-063-V-9966-1850-PE	 MZ 37 200
63	 22	 30	 ML2	 sw/si  bk/si	 ML2-063-V-9966-1851-PE	 MZ 37 201
63	 30	 37	 ML2	 rt/ge  rd/ye	 ML2-080-V-9966-1850-PE	 MZ 39 200
63	 30	 37	 ML2	 sw/si  bk/si	 ML2-080-V-9966-1851-PE	 MZ 39 201
100	 37	 45	 ML3	 rt/ge  rd/ye	 ML3-125-V-9966-1850-PE	 MZ 41 200
100	 37	 45	 ML3	 sw/si  bk/si	 ML3-125-V-9966-1851-PE	 MZ 41 201

I ON

O
OFF

O    OFF

I    ON XXX

1 3 5
1 3 5

2 4 6
2 4 6

A _ _ _/6

ML _ _ _ 

美规带锁旋钮-红/黄(rd / ye) 
黑色/灰色(bk / gr) 
单体成型抗冲击

具高度防护

防护等级 IP 66
NEMA type 4X

Repair- / Maintenance switch
as Main Switch in plastic enclosure
handle/front in black/grey bk/gr or
as Emergency-Off Switch in plastic enclosure
handle/front in red/yellow rd/ye 

Enclosure: suitable outdoor use

尺寸 / Dimensions

A

	 							

	
Dimensions (mm) 

A	 B	 C	 D	 E2	 E3	 F2	 F3	 G			

9968	 122	 120	 86	 28,0	 110		 		 4,5(4x)	

	 							

Series Dimensions (mm) 

A	 B	 C	 D	 E2	 E3	 F2	 F3	 G			

9966-20xx	 200	 200   131,5	 28,0	 180		 180		 7,5(4x)	

9966-18xx	 200	 200   131,5	 37,5	 180		 180		 7,5(4x)	

Plastic enclosure
with lockout handle for 3 padlocks  
with shackle diameter up to 9 mm, 
ML -switches with terminal cover 

handle/front plate red/yellow rd/ye 
or black/grey bk/gr

Extremly robust and impact resistant

High degree of protection

NEMA Type 4X

A
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接点排列
Contact arrangement

25	 7,5	 11	 ML1	 rt/ge  rd/ye	 ML1-025-V-9968-2020U-NV-HI-PE	 MZ 33 206D
25	 7,5	 11	 ML1	 sw/si  bk/si	 ML1-025-V-9968-2021U-NV-HI-PE	 MZ 33 207D
40	 11	 15	 ML1	 rt/ge  rd/ye	 ML1-040-V-9968-2020U-NV-HI-PE	 MZ 35 206D
40	 11	 15	 ML1	 sw/si  bk/si	 ML1-040-V-9968-2021U-NV-HI-PE	 MZ 35 207D
63	 22	 30	 ML2	 rt/ge  rd/ye	 ML2-063-V-9966-1850-NV-HI-PE	 MZ 37 206
63	 22	 30	 ML2	 sw/si  bk/si	 ML2-063-V-9966-1851-NV-HI-PE	 MZ 37 207
63	 30	 37	 ML2	 rt/ge  rd/ye	 ML2-080-V-9966-1850-NV-HI-PE	 MZ 39 206
63	 30	 37	 ML2	 sw/si  bk/si	 ML2-080-V-9966-1851-NV-HI-PE	 MZ 39 207
100	 37	 45	 ML3	 rt/ge  rd/ye	 ML3-125-V-9966-1850-NV-HI-PE	 MZ 41 206
100	 37	 45	 ML3	 sw/si  bk/si	 ML3-125-V-9966-1851-NV-HI-PE	 MZ 41 207

4极+1NC + 1NO
4-pole + 1NC + 1NO
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25	 7,5	 11	 ML1	 rt/ge  rd/ye	 ML1-025-V-9968-2020U-NV-PE	 MZ 33 204D
25	 7,5	 11	 ML1	 sw/si  bk/si	 ML1-025-V-9968-2021U-NV-PE	 MZ 33 205D
40	 11	 15	 ML1	 rt/ge  rd/ye	 ML1-040-V-9968-2020U-NV-PE	 MZ 35 204D
40	 11	 15	 ML1	 sw/si  bk/si	 ML1-040-V-9968-2021U-NV-PE	 MZ 35 205D
63	 22	 30	 ML2	 rt/ge  rd/ye	 ML2-063-V-9966-1850-NV-PE	 MZ 37 204
63	 22	 30	 ML2	 sw/si  bk/si	 ML2-063-V-9966-1851-NV-PE	 MZ 37 205
63	 30	 37	 ML2	 rt/ge  rd/ye	 ML2-080-V-9966-1850-NV-PE	 MZ 39 204
63	 30	 37	 ML2	 sw/si  bk/si	 ML2-080-V-9966-1851-NV-PE	 MZ 39 205
100	 37	 45	 ML3	 rt/ge  rd/ye	 ML3-125-V-9966-1850-NV-PE	 MZ 41 204
100	 37	 45	 ML3	 sw/si  bk/si	 ML3-125-V-9966-1851-NV-PE	 MZ 41 205

4极

4-pole

ION
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6极+ 1NC + 1NO 
6-pole + 1NC + 1NO

 25   7,5   11   ML1   rt/ge rd/ye   ML1-025-V-9966-2020U-6P-HI-PE	 MZ 33 210D
 25   7,5   11   ML1   sw/si bk/si   ML1-025-V-9966-2021U-6P-HI-PE	 MZ 33 211D
 40   11   15   ML1   rt/ge rd/ye   ML1-040-V-9966-2020U-6P-HI-PE	 MZ 35 210D
 40   11   15   ML1   sw/si bk/si   ML1-040-V-9966-2021U-6P-HI-PE	 MZ 35 211D
 63   22   30   ML2   rt/ge rd/ye   ML2-063-V-9966-1850-6P-HI-PE	 MZ 37 210
 63   22   30   ML2   sw/si bk/si   ML2-063-V-9966-1851-6P-HI-PE	 MZ 37 211
 63   30   37   ML2   rt/ge rd/ye   ML2-080-V-9966-1850-6P-HI-PE	 MZ 39 210
 63   30   37   ML2   sw/si bk/si   ML2-080-V-9966-1851-6P-HI-PE	 MZ 39 211
 100   37   45   ML3   rt/ge rd/ye   ML3-125-V-9966-1850-6P-HI-PE	 MZ 41 210
 100   37   45   ML3   sw/si bk/si   ML3-125-V-9966-1851-6P-HI-PE	 MZ 41 211
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25	 7,5	 11	 ML1	 rt/ge  rd/ye	 ML1-025-V-9968-2020U-HI-PE	 MZ 33 202D
25	 7,5	 11	 ML1	 sw/si  bk/si	 ML1-025-V-9968-2021U-HI-PE	 MZ 33 203D
40	 11	 15	 ML1	 rt/ge  rd/ye	 ML1-040-V-9968-2020U-HI-PE	 MZ 35 202D
40	 11	 15	 ML1	 sw/si  bk/si	 ML1-040-V-9968-2021U-HI-PE	 MZ 35 203D
63	 22	 30	 ML2	 rt/ge  rd/ye	 ML2-063-V-9966-1850-HI-PE	 MZ 37 202
63	 22	 30	 ML2	 sw/si  bk/si	 ML2-063-V-9966-1851-HI-PE	 MZ 37 203
63	 30	 37	 ML2	 rt/ge  rd/ye	 ML2-080-V-9966-1850-HI-PE	 MZ 39 202
63	 30	 37	 ML2	 sw/si  bk/si	 ML2-080-V-9966-1851-HI-PE	 MZ 39 203
100	 37	 45	 ML3	 rt/ge  rd/ye	 ML3-125-V-9966-1850-HI-PE	 MZ 41 202
100	 37	 45	 ML3	 sw/si  bk/si	 ML3-125-V-9966-1851-HI-PE	 MZ 41 203

3极 + 1NC + 1NO
3-pole + 1NC + 1NO
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6极

6-pole
 25   7,5   11   ML1   rt/ge  rd/ye   ML1-025-V-9966-2020U-6P-PE	 MZ 33 208D
 25   7,5   11   ML1   sw/si bk/si   ML1-025-V-9966-2021U-6P-PE  MZ 33 209D
 40   11   15   ML1   rt/ge  rd/ye   ML1-040-V-9966-2020U-6P-PE 	 MZ 35 208D
 40   11   15   ML1   sw/si bk/si   ML1-040-V-9966-2021U-6P-PE	 MZ 35 209D
 63   22   30   ML2   rt/ge  rd/ye   ML2-063-V-9966-1850-6P-PE	 MZ 37 208
 63   22   30   ML2   sw/si bk/si   ML2-063-V-9966-1851-6P-PE  MZ 37 209
 63   30   37   ML2   rt/ge  rd/ye   ML2-080-V-9966-1850-6P-PE	 MZ 39 208
 63   30   37   ML2   sw/si bk/si   ML2-080-V-9966-1851-6P-PE 	 MZ 39 209
 100   37   45   ML3   rt/ge  rd/ye   ML3-125-V-9966-1850-6P-PE	 MZ 41 208
 100   37   45   ML3   sw/si bk/si   ML3-125-V-9966-1851-6P-PE	 MZ 41 209
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辅助触点（HI）1NO + 1NC
Auxiliary contact (HI) 1NO + 1NC

如果已安装SK或NV触点，则也可以在ML系列的右侧或左侧卡扣ML1-3。 主触点和N0触点同时发生。
Snap on right or left side of series ML For ML1-3 also usable if a SK- or NV contact is installed. Main 
contacts and N0 contact simultaneous.

12
12
600

auxiliary switch for series ML1 to ML3
auxiliary switch acc. UL508
Rated uninterrupted current Iu open = lth
Ithe encapsulated
Rated insulation voltageUi (III/3)

A
A
V

Rated operational current Ie	 120 V 
600 V

Cable cross section sol
Cable cross section str
Terminal screws (Pozidrive) 
Torque terminal screws

A
A
AWG-No.
AWG-No.

Nm

6
1,2
16
14
M3
0,6



99
6X

_0
72
0/
CH
N
-E
N
G/
UH

 ©
 b

y 
M

ER
Z 

Sc
ha

ltg
er

ät
e 

Gm
bH

 +
 C

O
 K

G 
· S

ub
je

ct
 to

 te
ch

ni
ca

l m
od

ii
ca

tio
ns

 a
nd

 p
rin

tin
g 

er
ro

rs

Salzer USA Corporation
3802 N.54th Street
USA - Mesa AZ 85215
United States
www.saelzer.com
sales@salzerusa.com

Motor switch

Specifications
Rated operating current Ie

Rated voltage Ue

Rated uninterrupted current (open) Iu=Ith 
Conventional enclosed thermal current Ithe

Rated insulation voltage Ui

Insulation group C under VDE 0110

Making/breaking capacity
Service category

for optional
switching

Service category
Motor switch
Main switch
Maintenance switch

Service category
Motor switch

Rated conditional
short-circuit current
Rated short-time
with stand current Icw 1 sec

Max. Back up fuse Service class gG

Disconnect characteristic up to 690 V~

Terminal cross section
single or multi-care
finely stranded with sleeve

Terminal screws

Mechanical life
switching cycles

Ambient temperature

max./min.

rated operational current

Motor 3-phase

Motor 1-phase
(2 pole)

Cable cross section

AC-21A

AC-3
230 V 3~

400 V 3~
690 V 3~

AC-23A/B
230 V 3~
400 V 3~
690 V 3~

AC-22A/B
230 V 3~
400 V 3~
690 V 3~

min./max.
min./max.

open

encapsulated

AC-3
220/240 V 3~

440/480 V 3~
550/600 V 3~

AC-3
110/120 V 3~

220/240 V 3~

General purpose 3-phase

A

kW

kW
kW

kW
kW
kW

A
A
A

mm²
mm²

C°

C°

hp

hp
hp

hp

hp

V
A
A

V

kA
kA

A

V

A

V

AWG-No

ML1-025

25

5,5

7,5
7,5

7,5/-
11/-
11/-

25/-
25/-
25/-

2,5 - 16
1,5 - 10

+75/-25

+40/-25

7,5

10
10

1

2

690
25
25

690

10

50

690

25

600

14 - 8

30.000

M4

ML1-040

40

7,5

11
11

11/-
15/-
15/-

40/-
40/-
40/-

2,5 - 16
1,5 - 10

+75/-25

+40/-25

10

20
20

1,5

3

690
40
40

690

10

50

690

40

600

14 - 8

30.000

M4

ML2-063

63

15

22
22

-/18,5
-/30
-/30

63/-
63/-

63/-

2,5 - 35
1,5 - 25

+50/-25

+40/-25

690
63
63

690

10

63

690

15

30
30

3

7,5

63

600

14 - 2

30.000

M5

ML2-080

80

18,5

30
30

-/22
-/37
-/37

-/-
-/68
-/-

2,5 - 35
1,5 - 25

+50/-25

+40/-25

690
80
63

690

10

80

690

30.000

M5

20

40
40

4

10

80

600

14 - 2

ML3-125

125

22

37
45

-/25
-/45
-/45

-/-
-/125
-/125

6 - 70
6 - 50

+50/-25

+40/-25

690
125
100

800

10

125

690

30.000

M6

25

50
50

6

15

125

600

8 - 10

MERZ Schaltgeräte GMBH + CO KG
Kernerstr. 15
D - 74405 Gaildorf
Germany
www.merz-schaltgeraete.de
info@merz-schaltgeraete.de
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