
直流开关 
DC Switches



多达六串回路应用
Multipolar solutions for

1-6 MPPT

正向开合式触点微结构
Positive opening contacts

高温耐受
性能杰出

Suitable for high
ambient temperatures

用户定制 解决方案
Customized solutions

on request

单体成型
模块化设计

Robust and modular 
design

高质量触点
耐用寿命长

High-quality contacts for
a long lifespan

免维护•零牵挂
Maintenance-free

瞬时消弧
不残热

Very fast shut off time

结构紧凑坚固
Very compact design

优势  
BENEFITS



MERZ 直流产品系列 
MERZ DC SERIES

直流开关 

MERZ 直流开关专为光伏领域开发设计，是安全切换直流电路的行家。产品范围涵盖连续负
载 160 A 大电流，可瞬间切断高达 1500 VDC 电压。开关安装方式灵活，机壳前板或底部固
定以匹配多样结构。在通过基本认证如 IEC 60947-1/-3、CCC、UL508i 基础上，德国原厂先
进实验团队十分乐意协助客户开展特殊应用的进行订制化评估。

DC Switches 

The MERZ DC Switches are specially developed for disconnecting DC loads.
They are specially designed for use in the field of photovoltaics. The product range includes 
series that can safely carry a current of 10A to 160A and safely switch off and disconnect 
generator open circuit voltages up to 1500VDC. The switches are available for front and 
bottom mounting and they are approved by IEC 60947-1 / -3, CCC and UL508i.



规格总览 
OVERVIEW SPECIFICATIONS

参数
Specifications 從/from 到/to

额定绝缘电压 Rated insulation Voltage Vdc 1000 1500

常规热电流 Ith (打開) Conventional thermal current Ith (open) Adc 45 160

额定冲击耐受电压 Uimp Rated impulse withstand voltage Uimp kV 8 10

额定工作电压 Ue DC-21B Rated operational voltage Ue  DC-21B Vdc 1000 1000

额定工作电流 Ie Rated operational current Ie Adc 10 160

额定工作电压 Ue DC-21B Rated operational voltage Ue DC-21B Vdc 1500 1500

额定工作电流 Ie Rated operational current Ie Adc - 32

额定工作电压 Ue DC-PV1 Rated operational voltage Ue DC-PV1 Vdc 400 400

额定工作电流 Ie Rated operational current Ie Adc 45 50

额定工作电压 Ue  DC-PV1 Rated operational voltage Ue DC-PV1 Vdc 600 600

额定工作电流 Ie Rated operational current Ie Adc 30 50

额定工作电压 Ue  DC-PV1 Rated operational voltage Ue DC-PV1 Vdc 800 800

额定工作电流 Ie Rated operational current Ie Adc 16 50

额定工作电压 Ue  DC-PV1 Rated operational voltage Ue DC-PV1 Vdc 1000 1000

额定工作电流 Ie Rated operational current Ie Adc 10 160

额定工作电压 Ue  DC-PV1 Rated operational voltage Ue DC-PV1 Vdc 1100 1100

额定工作电流 Ie Rated operational current Ie Adc - 14

额定工作电压 Ue  DC-PV2 Rated operational voltage Ue DC-PV2 Vdc 400 400

额定工作电流 Ie Rated operational current Ie Adc 18 20

额定工作电压 Ue  DC-PV2 Rated operational voltage Ue DC-PV2 Vdc 600 600

额定工作电流 Ie Rated operational current Ie Adc 13 18

额定工作电压 Ue  DC-PV2 Rated operational voltage Ue DC-PV2 Vdc 800 800

额定工作电流 Ie Rated operational current Ie Adc 9 19

额定工作电压 Ue  DC-PV2 Rated operational voltage Ue DC-PV2 Vdc 1000 1000

额定工作电流 Ie Rated operational current Ie Adc 6 160

断开和关合能力 (DC-21B, DC-PV1, DC-PV2) RATING

符合认证 IEC 60947-1, IEC 60947-3, CCC 
ACC. IEC 60947-1, IEC 60947-3, CCC



设计总览  
DESIGN OVERVIEW 

前板安装 
Front mounting

底部安装
Base mounting



前板安装设计 
DESIGN FRONT MOUNTING

单孔安装-  4 
中央圆孔(Φ=22,5 / 30,5 mm)简易旋钮
(P25/P25.9无挂锁)   
22,5 / 30,5 Central mounting without front 
plate without padlock

双孔/四孔安装-  2 
單锁孔旋鈕(EVS) ON-OFF指示面板

2/4-hole mounting with frontplate
and lockout handle for 1 or 2  padlock

双孔/四孔安装-  3 
美规带锁旋钮(灰/黑)

2/4-hole mounting with lockout handle for 3 
padlocks

四孔安装-  1 
4个螺丝正面安装 美规带锁旋钮(灰/黑)

4-hole mounting with locklout handle for 
3 padlocks

双孔/四孔安装-  1 
简易旋钮(P25/P25.9无挂锁) ON-OFF指
示面板 

2/4-hole mounting with frontplate without 
padlock

单孔安装-  5 
中央圆孔(Φ=16,0 mm)简易旋钮
(P25/P25.9无挂锁) 
16,0 Central mounting without frontplate
without padlock 

适用于不同外壳面板 
All housing designs are also available in the housing variant

依设计需求提供 多色搭配
Available colours for all housing designs

单孔安装-  2 
央圆孔(Φ=22,5 / 30,5 mm) 單锁孔旋鈕
(EVS) ON-OFF指示面板
22,5 / 30,5 mm Central mounting with front
plate and lockout handle for 1 or 2  padlock

单孔安装-  1 
中央圆孔(Φ=22,5 / 30,5 mm) 简易旋鈕
(P25/P25.9无挂锁) ON-OFF指示面板
22,5 / 30,5 mm Central mounting with front
plate without padlock

单孔安装-  3 
中央圆孔(Φ=22,5 / 30,5 mm)美规带锁旋
钮(灰/黑) 锁孔三方位可选
22,5 / 30,5 mm Central mounting with 
lockout handle for 3  padlocks



底部安装-  1 
簡易旋鈕(P25/P25.9无挂锁)
门板轴心对接器件组、ON-OFF指示面板
Cover coupling with front plate without 
padlock

配电盘/箱体-  2 
旋钮内置箱体(不外露) 
简易带锁旋钮、EVSON-OFF指示面板
Distribution board mounting with front plate 
and lockout handle for 1 or 2 padlock

配电盘/箱体-  1 
旋钮内置箱体(不外露) 
P25/P25.9无挂锁、ON-OFF指示面板
Distribution board mounting with front plate 
without padlock

底部安装-  4 
美规带锁旋钮(灰/黑)锁孔三方位可选 
门板轴心对接器件组
Cover coupling with lockout handle for 3 
padlocks

底部安装-  2 
简易带锁旋钮(EVS) 
单锁孔、门板轴心对接器件组
Door coupling with front plate and lockout 
handle for 1 or 2 padlocks

底部安装-  3 
美规带锁旋钮(红/黄)锁孔三方位可选 
门板轴心对接器件组
Door coupling with locklout handle for 3 
padlocks

底部安装-  1 
简易旋钮(P25/P25.9不带锁)门板轴心对
接器件组 ON-OFF指示面板
Door coupling with front plate without 
padlock

底部安装-  2 
單锁孔旋鈕(EVS) 门板轴心对接器件组 
ON-OFF指示面板
Cover coupling with front plate and lockout 
handle for 1 or 2 padlocks

底部安装-  3 
美规带锁旋钮(灰/黑)锁孔三方位可选 
门板轴心对接器件组
Cover coupling with locklout handle for 3 
padlocks

底部安装设计 
DESIGN BASE MOUNTING

适用于不同外壳面板  
All housing designs are also available in the housing variant

依设计需求提供 多色搭配 
Available colours for all housing designs



MDC1A 025-600-2 E IEC

MDC1A 045-600-3 E IEC

MDC1A 025-600-4 E IEC

MDC1A 040-600-6 E IEC

MDC1A 040-1000-8 E/V IEC

接点图 MDC1A 
CONTACT DIAGRAMS MDC1A

MDC1A 040-600-3 E IEC

MDC1A 040-1000-4 E/V IEC

MDC1A 040-600-32 E/V IEC

MDC1A 045-600-6 E IEC

MDC1A 025-600-2 V IEC MDC1A 040-600-3 V IEC

MDC1A 025-600-4 V IEC

MDC1A 040-600-6 V IEC

MDC1A 045-600-3 V IEC

MDC1A 045-600-6 V IEC



E-Variante = 机柜前板安装

V-Variante = 机柜底部安装

MDC1A-025-600-6 E IEC

MDC1A-025-600-2 E/V IEC-UL

MDC1A-025-600-4 E/V UL

简易通断开关 
On-Off switches642

531

客制化开关
Your individual switch

为您的项目量身定制。请联系我们！ 

Tailored for your project. Contact us! 

www.merz-schaltgeraete.de

MDC1A-040-1000-12 V IEC

MDC1A-040-1000-4 E/V UL

MDC1A-040-1000-8 E/V UL

MDC1A-025-600-6 E/V UL

MDC1A-025-600-6 V IEC



MDC10-040-1000-2 E/V IEC

MDC10-040-1000-32 E/V IEC

MDC10-040-1000-42 E/V IEC

MDC10-040-1000-6 E/V IEC

接点图 MDC10
CONTACT DIAGRAMS MDC10

MDC10-040-1000-21 E/V IEC

MDC10-040-1000-41 E/V IEC

MDC10-040-1000-4 E/V IEC

MDC10-040-1000-62 E/V IEC



E-Variante = 机柜前板安装

V-Variante = 机柜底部安装

MDC10-040-1000-4 E/V UL

MDC40-160-1000-8 E/V IEC

简易通断开关 
On-Off switches642

531

客制化开关
Your individual switch

为您的项目量身定制。请联系我们！
Tailored for your project. Contact us! 

www.merz-schaltgeraete.de

MDC40-160-1000-4 E/V IEC

MDC10-040-1000-4 E/V UL

MDC10-040-1000-6 E/V UL MDC10-040-1000-6 E/V UL

接点图 MDC10 + MDC40  
CONTACT DIAGRAMS MDC10 + MDC40



规格 Specifications

欧规(中国3C)参数 IEC 60947-1, IEC 60947-3, CCC
额定绝缘电压
常规热电流 Ith

额定冲击耐受电压 Uimp

额定工作电压 Ue

额定工作电流 Ie

额定工作电压 Ue

额定工作电流 Ie

额定工作电压 Ue

额定工作电流 Ie

额定工作电压 Ue

额定工作电流 Ie

额定工作电压 Ue

额定工作电流 Ie

额定工作电压 Ue

额定工作电流 Ie

额定工作电压 Ue

额定工作电流 Ie

额定工作电压 Ue

额定工作电流 Ie

额定工作电压 Ue

额定工作电流 Ie

额定工作电压 Ue

额定工作电流 Ie

额定工作电压 Ue

额定工作电流 Ie

额定短时耐受电流 Icw1sec

额定短时接通容量 Icm

导线截面积 (单芯或多芯線)
多股细绞线

环境温度 (高/低温限值)
高温峰值

等级

美规参数 UL508i

环境因素

終端等級

额定工作电压 Ue

额定工作电流 Ie

额定工作电压 Ue

额定工作电流 Ie

额定工作电压 Ue

瞬時短路電流 ISR

额定工作电流 Ie

保险丝额定限值(gPV光伏专用型)

导线截面积//外层绝缘额定温度
高温峰值

污染等级
过电压类别

导线材质
裸铜长度
端子螺丝

端子螺丝扭矩

Cross-section // Conductor temperature ratings

min./max.
min./max.

mm²
mm²

acc. IEC 60947-1, IEC 60947-3, CCC
Rated insulation voltage
Conventional thermal current Ith

Rated impulse withstand voltage Uimp

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated short time withstand current Icw1sec

Rated short time making capacity Icm

Terminal cross section solid or multi-stranded
finely stranded with ferrule

Ambient temperature

Ratings

acc. UL508i

Enviromental ratings

Terminal rating

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Short circuit rating ISR

Rated operational current Ie

Max. fuse rating type gPV

Maximum surrounding air temperature

Pollution degree
Over voltage category

Conducter material
Strip length
Terminal screws

Torque terminal screws

DC-21B

DC-21B

DC-21B

DC-21B

DC-21B

DC-21B

DC-21B

DC-PV2

DC-PV2

DC-PV2

DC-PV2

打開/open
Vdc
Adc
kV

Vdc
Adc
Vdc
Adc
Vdc
Adc
Vdc
Adc

Adc

Adc

Adc

Vdc

Vdc

Vdc

Vdc

Vdc

Vdc

Vdc

Adc

Adc

Adc

Adc

Adc
Adc

C°

Vdc
Adc
Vdc
Adc

Adc
Vdc

kA
Adc/Vdc
Adc/Vdc
AWG/C°
C°

Cat.
Cat.

mm

Nm

适用MPPT串数 Available for 1, 2 and 3MPPT MPPT

UL
UL
UL
UL
UL
UL
UL
UL
UL
UL

端子螺丝扭矩 Torque terminal screws Nm

UL
UL

M

MDC1A



1000
45
8

1000
40
8

1000
45
8

1000
40
8

1000
45
8

1000
45 (22,5)

8

1000
40
8

1000
40
8

1000
40
8

1000
45
8

1000
40
8

400
45

600
30

800
16

1000
10

800
32

1000
25

800
32

1000
25

800
40

1000
40

800
16

1000
10

800
16 (8)
1000
10 (5)

800
32

1000
25

800
32

1000
25

800
40

1000
40

800
16

1000
10

800
40

1000
40

540
540

1,5 - 10
1,5 - 10
+40/-5

540
540

1,5 - 10
1,5 - 10
+40/-5

540
540

1,5 - 10
1,5 - 10
+40/-5

540
540

1,5 - 10
1,5 - 10
+40/-5

540
540

1,5 - 10
1,5 - 10
+40/-5

540
540

1,5 - 10
1,5 - 10
+40/-5

540
540

1,5 - 10
1,5 - 10
+40/-5

540
540

1,5 - 10
1,5 - 10
+40/-5

540
540

1,5 - 10
1,5 - 10
+40/-5

540
540

1,5 - 10
1,5 - 10
+40/-5

540
540

1,5 - 10
1,5 - 10
+40/-5

400/600
40/25

5
25/600
40/600

14 - 8 / 90°
+70

14 - 8
+70

14 - 8
+70

600
**40/45

850
36

1000
32
5

80/1000

14 - 8 / 105°
+70

400/600
40/25

5
25/600
40/600

14 - 8 / 90°
+70

14 - 8
+70

14 - 8
+70

14 - 8
+70

600
**40/45

850
36

1000
32
5

80/1000

14 - 8 / 105°
+70

400/600
40/25

5
25/600
40/600

14 - 8 / 90°
+70

600
**40/45

850
36

1000
32
5

80/1000

14 - 8 / 105°
+70

3
III

Cu/PV wire
12
M4

3
III

Cu
12
M4

3
III

Cu
12
M4

3
III

Cu
1000
M4

3
III

Cu/PV wire
12
M4

3
III

Cu
12
M4

3
III

Cu
12
M4

3
III

Cu
12
M4

3
III

Cu
12
M4

3
III

Cu/PV wire
12
M4

3
III

Cu
12
M4

400
45

600
30

400
40

600
40

400
45

600
45

400
45

600
30

400
40

600
40

400
45 (22,5)

600
30 (15)

400
40

600
40

400
40

600
45

400
40

600
40

400
40

600
40

MDC-1A
025
600

2

MDC-1A
040
600

3

MDC-1A
045
600

3

MDC-1A
040

1000
4

MDC-1A
025
600

4

MDC-1A
 040
600
32

MDC-1A
040
600

6

MDC-1A
045
600

6

MDC-1A
040

1000
8

MDC-1A
025
600

6

MDC-1A
040

1000
12

1 1 11 2 2 2 2 2 3 3

1,2 1,2 1,2 1,2 1,2 1,2 1,21,21,21,21,2

2,0 2,0 2,0 2,0 2,0 2,0 2,0 2,0 2,0 2,0 2,0

** 40A 在 70°C 45A 在 65°C / 40A at 70°C 45A at 65°C



规格 Specifications

欧规(中国3C)参数  IEC 60947-1, IEC 60947-3, CCC
额定绝缘电压
常规热电流  Ith

额定冲击耐受电压 Uimp

额定工作电压 Ue

额定工作电流  Ie

额定工作电压 Ue

额定工作电流  Ie

额定工作电压 Ue

额定工作电流  Ie

额定工作电压 Ue

额定工作电流  Ie

额定工作电压 Ue

额定工作电流  Ie

额定工作电压 Ue

额定工作电流  Ie

额定工作电压 Ue

额定工作电流  Ie

额定工作电压 Ue

额定工作电流  Ie

额定工作电压 Ue

额定工作电流  Ie

额定工作电压 Ue

额定工作电流  Ie

额定工作电压 Ue

额定工作电流  Ie

额定短时耐受电流 Icw1sec

额定短时接通容量 Icm

导线截面积 (单芯或多芯線)
多股细绞线

环境温度 (高/低温限值)
高温峰值

等级

美规参数 UL508i

环境因素

終端等級

额定工作电压 Ue

额定工作电流  Ie

额定工作电压 Ue

额定工作电流  Ie

额定工作电压 Ue

额定冲击耐受电压 ISR

额定工作电流  Ie

保险丝额定限值(gPV光伏专用型)

导线截面积//外层绝缘额定温度
最高环温

污染等级
过电压类别

导线材质
裸铜长度
端子螺丝

端子螺丝

Cross-section // Conductor temperature ratings

min./max.
min./max.

mm²
mm²

acc. IEC 60947-1, IEC 60947-3, CCC
Rated insulation voltage
Conventional thermal current Ith

Rated impulse withstand voltage Uimp

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated short time withstand current Icw1sec

Rated short time making capacity Icm

Terminal cross section solid or multi-stranded
finely stranded with ferrule

Ambient temperature

Ratings

acc. UL508i

Enviromental ratings

Terminal rating

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Short circuit rating ISR

Rated operational current Ie

Max. fuse rating type gPV

Maximum surrounding air temperature

Pollution degree
Over voltage category

Conducter material
Strip length
Terminal screws

Torque terminal screws

DC-PV1 / 21B

DC-PV1 / 21B

DC-PV1 / 21B

DC-PV1 / 21B

DC-PV1 / 21B

DC-PV1 / 21B

DC-PV2

DC-PV2

DC-PV2

DC-PV2

DC-PV2

打開/open
Vdc
Adc
kV

Vdc
Adc
Vdc
Adc
Vdc
Adc
Vdc
Adc

Adc

Adc

Adc

Vdc

Vdc

Vdc

Vdc

Vdc

Vdc

Vdc

Adc

Adc

Adc

Adc

Adc
Adc

C°

Vdc
Adc
Vdc
Adc

Adc
Vdc

kA
Adc/Vdc
Adc/Vdc
AWG/C°
C°

Cat.
Cat.

mm

Nm

适用MPPT串数 Available for 1, 2 and 3MPPT MPPT

UL
UL
UL
UL
UL
UL
UL
UL
UL
UL

端子螺丝扭矩 Torque terminal screws Nm

UL
UL

M

MDC10/MDC40

*** 僅帶環形電纜接線頭，橫截面適合電流 / only with ring cable lug, cross-section suitable for the current



* 根據CQC證書為16A（內部測試PB190416-01 el後確認為20A。使用壽命，PB190617-04的分斷能力
* 16A according to CQC certificate (20A confirmed after internal test PB190416-01 el. Service life, PB190617-04 on-breaking capacity

1100
50
8

1000
50
8

1500
50
8

1500
50
8

850
12 (24)

1000
8 (16)
1100
7 (14)

280
25

800
25

1000
16

1200
10

1500
5

800
25

1000
* 20/16

1200
10

1500
5

400
18

800
50

1000
50

1200
26

1500
20

400
18

500
14

600
12

600
15

800
12

1000
9

550
30

800
20

1000
18

600
600

1,5 - 10
1,5 - 10
+75/-25

600
600

1,5 - 10
1,5 - 10
+75/-25

600
600

1,5 - 10
1,5 - 10
+75/-25

600
600

1,5 - 10
1,5 - 10
+75/-25

600
30

800
24

1000
10
5

40A / 1000V

14 - 8 / 105°
+75

3
III

Cu
12
M4

3
III

Cu
12
M4

3
III

Cu
12
M4

3
III

Cu
12
M4

400
25 (50)

600
20 (40)

400
50

600
36

400
50

600
36

400
50

600
50

MDC-10
040

1000
32

MDC-10
040

1000
4

MDC-10
040

1000
42

MDC-10
040

1000
62

2 2 2 2

1,2 - 1,4 1,2 - 1,4 1,2 - 1,4 1,2 - 1,4

1,2 - 1,4

1000
160

8

400
160
600
160
800
160

1000
160

1000
160

2000
2000

*** 電纜接線頭+螺絲 / Cable lug + Screw

取決於 / up to 70
+40/-5

max +90

3
III

Cu
通過安排 / by arrangement

M6

MDC-40
160

1000
4

1

3,0

1000
50
8

800
22

1000
16

1200
8

600
600

1,5 - 10
1,5 - 10
+75/-25

600
30

800
24

1000
10
5

40A / 1000V

14 - 8 / 105°
+75

3
III

Cu
12
M4

400
50

600
36

MDC-10
040

1000
63

3

1,2 - 1,4

1,2 - 1,4

1200*/1100
50
8

1500
50
8

1500
50
8

800
32

1000
20

1200
8

400
18,75

800
25

1000
* 20/16

1200
10

1500
5

400
18

800
50

1000
50

1500
32

400
50

600
600

1,5 - 10
1,5 - 10
+75/-25

600
600

1,5 - 10
1,5 - 10
+75/-25

600
600

1,5 - 10
1,5 - 10
+75/-25

3
III

Cu
12
M4

3
III

Cu
12
M4

3
III

Cu
12
M4

600
40

800
30

1000
25

1500
15

600
15

800
12

1000
9

600
16,8
800
12

1000
7,5

400
50

600
45

400
50

600
50

400
50

600
50

MDC-10
040

1000
2

MDC-10
040

1000
21

MDC-10
040

1000
41

1 11

1,2 - 1,41,2 - 1,41,2 - 1,4



应用实例 
APPLICATION EXAMPLES

储能系统 - MyReserve
Power Storage – MyReserve

eMobility – 电动汽车和电动自行车快速充电站 
eMobility – fast charging stations for e-cars and e-bikes

太阳能光伏逆变器 
Solar Inverter

直流接线盒
Connection Technology - DC Junction Boxes



辅助外掛触点 : 常开（NO）型、 
常闭型（NC）、微讯号用（镀金）
Auxiliary contact 1NO + 1NC
2KL Terminal 2-pole

带盒开关系列 89xx
Enclosures series 89xx

可调式驱动轴，门板对接器件组
Extension shafts in combination with door coupling

附加前面板
Additional front plates

铭板
Legend plate

端子保护盖
Terminal cover

专属配件 
ACCESSORIES

辅助外掛触点 : 包括连动开合型，（接地）直通型
Neutral switched – N-terminal – PE-terminal – Swichting contact



MERZ Schaltgeräte GMBH + CO KG  
延续积聚了70 年的开关专业基础，专注于行动
配电、电气测试设备、钣金技术和电气开关柜四

大面向。当今已成为全球成功扩张的  
PC Electric奥地利企业集团的成员公司之一。

MERZSchaltgeräte GMBH + CO KG operates as 
a 100 % subsidiary of the Merz GmbH, member 
of the globally successful and expansive PCE 

Group. MERZ Schaltgeräte GMBH + CO KG 
draws on the 70-year switch know-how of 

Merz GmbH.

公司简介   
OUR COMPANY



Foto -Quellenangabe: Titelfoto: U. Hönig; Anwendungen: Batterie-Stromspeicher Fa. Solarwatt; Solar-Wechselrichter Fa. SMA; Solarpumpen Fa. Rotosol; eMobility Fa. PC Electric

更全面的开关类别产品手册: 
Further product brochures on the following switch categories:

低压跳脱开关 
UVR Switches

特种工业应用开关
Industry-specific Solutions

维修和保养开关 
Repair and Maintenance Switches

紧凑型开关 
Compact Switches

旋转式开关 
Cam Switches

其他产品服务: 
WHAT ELSE WE OFFER:

帮助您找到适合您项
目的开关。请联系我们
苏州瑞承兴机械设备 
(上海升钧科贸)有限公司 
苏州园区华池街圆融时代广场23 
幢B座517室(广运国际金融中心) 

sales004@redkai.com.cn 
Tel : +86-0512-8686-1770

We also find for your project the 
right switch. Contact us. 

Telefon 	+49 (0) 7971 252-252 
www.merz-schaltgeraete.de



MERZ Schaltgeräte GMBH + CO KG 

Kernerstraße 15 
D-74405 Gaildorf 

Telefon 	 +49 (0) 7971 252-252
Fax  	 +49 (0) 7971 252-351 

info@merz-schaltgeraete.de
www.merz-schaltgeraete.de
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